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U50
Whether your imaging study requires unparalleled detail and contrast resolution for high frequency musculoskeletal 
imaging or superb penetration to evaluate deep abdominal targets, the suite of transducer optimized for the U50 Prime 
Edition ultrasound system ensures you can scan more patients, across more applications, with more diagnostic 
confidence. Characterized by a compact, lightweight design and user-centric workflow, the U50 Prime Edition meets 
the need for a highly portable and easy-to-use ultrasound system.

Diagnostic Ultrasound System

From superb image quality to the streamlined user interface, the U50 Prime Edition ultrasound system is designed 
to give you more diagnostic information across target applications than similarly priced competitive systems. 
Advanced 2D and color Doppler imaging technologies you’d expect to find only in premium-priced systems
are standard. The portable U50 Prime Edition system delivers the performance of a high-end system at a 
compact price.

Technologies

High frequency imaging provides the 
sensitivity necessary to display 

normal testicular flow.

Spatial compounding and speckle 
reduction enhance contrast resolution 

to clearly delineate hepatic lesions

Harmonic imaging produces 
excellent myocardial border 

definition.

   Multi-beam architecture provides 
excellent performance in color 

and spectral Doppler.

Hemodynamic information is clearly 
seen in this second trimester 

umbilical cord

  Superb color Doppler spatial 
resolution aids in rapid interrogation 

of the hepatic veins

Evaluation of the fetal heart 
demands exquisite detail 

resolution

Excellent contrast and detail resolution 
are demonstrated in this first trimester 

OB endovaginal image

Power Doppler Imaging

Quick boot-up

12.1’’ high resolution LCD display

Lithium battery for extensive remote use 

Conveniently located gel holder 

Pulsed Wave Doppler

Continues Wave Doppler

Multiple peripheral 
ports including 
VGA, composite 
video and USB

Large capacity
integrated hard 
disk for extended 
data storage

Backlit control panel

Two Transducer connectors, 
active and exchangeable.

‐ Abdomen
‐ Gynecology 
‐ Obstetrics 
‐ Cardiology 
‐ Small parts
‐ Urology 
‐  Vascular  

‐ Pediatric
‐ MSK

Application 
‐ B-mode
‐ M-mode 
‐ Color Dopple
‐ Power Doppler Imaging/Directional PDI 
‐ Pulsed Wave Doppler 
‐ Continuous Wave Doppler 
‐ HPRF(High Pulse Repetition Frequency)

Imaging Modes 

‐ B
‐ B+B
‐ 4B
‐ M
‐ B+M
‐ B/C
‐ B/ PDI
‐ B/ DPDI
‐ B+B/C
‐ B+B/PDI

‐ B+B/DPDI
‐ B+PW
‐ B/C+PW
‐ B/PDI+PW
‐ B/DPDI+PW
‐ B+CW
‐ B/C+CW
‐ B/PDI+CW
‐ B/DPDI+CW

Display Modes
‐ System dynamic range: 0‐166dB
‐ Memory : 504MB
‐ Hard drive : 500GB (optional )
‐ Operation System : Linux

System Architecture 
‐ Height: 32cm
‐ Width: 22cm
‐ Depth: 33cm
‐ Weight : 7.8kg 
  (without probe and battery)

Dimension and weight

‐ Frequency Compounding Imaging 
‐ Spatial Compounding Imaging 
‐ Harmonic Imaging 
‐ Speckle Reduction Imaging (eSRI) 
‐ Digital Multi‐Beam Beamforming 
‐ Pan Zoom 
‐ Needle Guide

Imaging Technique & Function 

System Specification


