


Intelligent Temperature Control
Electronic temperature controller; 
The digital average temperature display facilitates 
observation and monitoring of temperature inside 
the cabinet, and the precision of temperature 
display accuracy at 0.1℃.

Refrigeration System 
Equipped with a compressor supplied by an 
international famous brand, high-efficiency 
air-cooled condenser and finned evaporator, 
ensuring fast refrigeration.

Lighting System 
Equipped with lighting system with LED lights, 
ensuring high visibility inside the cabinet.

Human-oriented 
·Equipped with high-quality shelves made  from 
PVC-coated steel wire , which are easy to clean; 
·Equipped with invisible door handle, ensuring 
elegance of appearance;
·Equipped with testing port, bringing convenience 
to users in testing temperature inside the cabinet.

Security System
·The well-developed audible & visual alarm

system: high/low temperature alarm, low
battery alarm,sensor failure alarm,power 
 failure alarm,high ambient  temperature 
alarm, door ajar alarm,recorder failure etc.

·The turn-on delay and stopping interval 
protection function can ensure reliability in 
running; 

·The door is equipped with a lock, preventing 
    it from unauthorised users.

Data Storage
·Equipped with a USB export interface, which can
be used for exporting data in PDF,The default time 
range for exporting is from the previous month to
the current month ;
·When a U-disk is connected, temperature data
canbestored continuously and automatically
(data can be stored for more than 2 years).

Scope of Application

Performance Data / Cooling Curve

Suitable for storage of biological products, vaccines, drugs, reagents, etc. Suitable for use in pharmacies, pharmaceutical factories, 
hospitals, centers for disease prevention & control, clinics, etc.

External Dimensions
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